
 

  
 

To determine colorfastness of textile to dry or wet rubbing, fitted with hand 

crank/counter. Provided with a steel specimen holder and 16 mm diameter test 

finger. 

 

 

 

 

 

 

Also available in motorized model for frequent use and long run 

tests,  fitted with digital electronic pre‐settable counter 

for strokes up to 1000. 

 
 

 

 

 

 

 

 

Ordering Information 

103873   Crockmeter/Rubbing Fastness Tester 
M238BB  Electronic Crockmeter 
301058   Pre‐cut Crocking Cloths, 50 x 50 mm (pack of 500) AATCC/ISO Standard 
201185   Pre‐Cut Crocking Cloths, 50 x 50 mm (pack of 500) SDC 
103871   Crockmeter Calibration Fabric (pack of 25) 
103872   Emery Paper for Crockmeter (Pack of 25 sheets) 
201194   Grey Scale (Staining) ISO/BS Standards 
202161   Grey Scale (Staining) AATCC Standards 
 
 

Crockmeter Size   

Width  Depth  Height Weight
160 mm  600 mm  215 mm 6 kg

Electronic Crockmeter Size   

Width  Depth  Height Weight
225 mm  600 mm  270 mm 9.5 kg

Crockmeter Rubbing Fastness Tester 


